


SolarQuantum

PERFORMANCE ENERGY

QUALITY GUARANTEE

12-YEAR Material & technology warranty
30-YEAR Linear power output warranty
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Optimal Process Design
m' leemm+9BB+Half-cut, higher power output

Comprehensive Products .
& Svstem Certificates Curved Surface 128° R Angle Reduce holding
Y p pressure by 75%+

=Y -‘- 128° Curved frame with ergonomic design,optimized
6 C € . @ @ {@ delivery and Installation experience.
INMITRO
IEC 61215 / |EC 677 20 / CE / FIDE / INMETROD
50 45001 2018/ Intarnational standards for occupational haalth & safaty

150 1400k 3005 Standards for @ mvironmantal managamsant sysbam
150 00T 2015 Guality managama nt systam

Process Upgraded
Lower risk of hot spot and stronger anti-PID
ablity

Excellent low irradiance performance and low
shadow loss

@ Higher Power Gains and Lower Losses
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SolarQuantum
PERFORMANCE ENERGY

DHM-66L9/FS(BB)

MECHANICAL SPECIFICATION

Cable 4.0mm?, 300/400mm in length,

(Including connector) length can be customized

Mo.of Cells 132 (6x22)

Glass 3.2mm High Transmission, Antireflection Coating
Junction box IP&8, 3 Bypass Diodes

Conneactor MC4 Compatible

Weight 22kg

Cells Type Mono 166x83mm

Dimension (LxWx=T} 1924%1038x32mm

Packing I4pcs/ pallet, B16pcs/40HQ
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SolarQuantum

PERFORMANCE ENERGY

OPERATING PARAMETERS

Maximum system voltage 1500V DC
Operating Temperature -40 - +85°C
Maximum series fuse rating 204,

Snow load, frontside/Wind load, backside 5400Pa/2400Pa
Meominal operating cell termperature 455C£2%C
Application level Class A

STC-Electrical Characteristics

Module Type DHM-66L9/FS(BB)

Maxirmum Power (Prmax/ W) 400 405 410
Open-cireuit Voltage (Voe, V) 448 45.0 45.2
Maxirnum Power Voltage (Vmp/V) 372 374 376
Short-circuit Current (lsc/A) .24 .30 .36
Maximum Power Current (Imp/A) 10.75 10.83 1090
Module Efficiency (%) 20.03 2028 20.53
Power Tolerance: 0~ +5W, Temperature Coefficient of Isc: 0.05%,°C, Temperature Coefficient of Voc: -0.31%,/°C, Temperature Coefficient of Pmax: -0.35%,°C
Standard Test Envir - Irradiance 1000Wym?, Cell tempergture 25°C, Spectrum AMI_S

NOCT— Electrical Characteristics

Maximum Power (Priax,/ W) 298 301 305 309
Open-circuit Voltage (Voc,/ V) 420 422 42.4 426
Maximum Power Veltage (Vmp/V) 349 351 35.3 35.5
Short-circuit Current (Isc/A) 9.08 913 9.8 9.23
Maximum Power Current (Imp/A) 853 859 8.65 8.7

Standard Test Environment : Irradiance 800W,/m®, Ambient tempergture 20°C, Spectrum AML.5, Wind speed Im/s
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SolarQuantum

PERFORMANCE ENERGY

I-V Curve DHM-66L9/FS(BB)-410W
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